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Chameleon Creative 
Divider Panels
Specifications
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Colors
The 9 mm PET felt from Chameleon Creative Panels is dyed-through. The color is also visible in the cutout. We have 
selected 21 colors, with strong representation in shades of gray and brown.

Rust
P011

Polar ice
P014

Magma
P013

Tree bark
P012

Light blue 
quartz
P015

Anthracite
P021

Black lava
P006

Flat white
P007

Hare
P008

Canyon
P009

Turmeric
P010

White
P001

Dusty white
P002

White marble
P003

Calm grey
P004

Rough grey
P005

Iguana
P019

Garnet
P018

Pink rose
P017

Dusk
P016

Ocean green
P020
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General
Size (cm) Art. nr. Cutout code (optional) Number of panels Gross weight Net weight

220 x 108 11210.120 * DP01 1 ± 12 kg ± 11 kg

220 x 108 11210.121 * DP02 1 ± 12 kg ± 11 kg

220 x 108 11210.122 * DP03 1 ± 12 kg ± 11 kg

220 x 108 11210.123 * DP04 1 ± 12 kg ± 11 kg

220 x 108 11210.124 * DP05 1 ± 12 kg ± 11 kg

220 x 108 11210.125 * DP06 1 ± 12 kg ± 11 kg

220 x 108 11210.126 * DP07 1 ± 12 kg ± 11 kg

220 x 108 11210.127 * DP08 1 ± 12 kg ± 11 kg

220 x 108 11210.128 * DP09 1 ± 12 kg ± 11 kg

220 x 108 11210.129 * DP10 1 ± 12 kg ± 11 kg

* Please include the color codes of the PET felt along with the article number in the request for a quotation or order: [article number + color codes].
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Packaging
Type: Cardboard

Content: 1 Chameleon Creative Divider Panel, assembly manual

Packaging unit: 1 unit

Materials: Corrugated cardboard, bubble wrap

Dimensions: ± 110 x 2600 x 1480 mm

Smit Visual B.V.
Spaarpot 120-122
5667 KZ Geldrop
The Netherlands

T +31(0)40 - 280 85 00
F +31(0)40 - 286 76 15
E info@smit-visual.nl
W chameleonwriting.nl

Technical
Material: Consists of 100% recyclable Polyethylene Terephthalate, part of which comes from recycled PET bottles

Properties: Acoustic

Thickness: ± 18 mm (2x 9 mm panels bonded)

Cutout: Through both panels

Acoustic value: NRC: 0.5 (estimate, test results not yet available)

Fire resistance: EN13501: B-s1, d0

Installation: Steel wire, adjustable up to 2 meters in height. Suitable for both solid and suspended ceilings.

Warranty: 2 years warranty


